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65” Профессиональный 
LCD  дисплей

Разрешение
1920 х 1080

Угол обзора
1780 (Г/В)

Контраст
5000:1

Яркость
450 кд/м2

Время отклика
8 ms (GTG)

Flame  65ST

Ключевые особенности

Профессиональный дисплей Flame 65ST  
предназначен для широкого круга применения – Digital 
Signage, переговорных комнат, учебных аудиторий,  
а также для ответственных применений в командных  
пунктах, центрах управления, в телестудиях и  
конференц-залах.

Flame 65ST сочетает в себе высокое разрешение Full-HD, 
систему IRFM (предотвращения появления остаточных 
изображений), возможность вертикальной установки 
– все это позволяет использовать дисплей Flame 65ST 
для создания многофункциональных интеграционных 
решений.

Кроме того Flame 65ST предусматривает возможность 
встраивания мини-компьютера, позволяя создавать  
законченные индивидуальные решения для любых  
целей.

Высокое разрешение
Full-HD 1080p (1920 x 1080)

Высокая яркость
450 Кд/м2

Широкий угол обзора
178 градусов

IRFM TM

Система IRFM предотвращает 
появление остаточных изображений

Длительный срок службы
50,000 часов работы до снижения 
яркости на 50%

Надежный и профессиональный
Полностью металлический корпус
Простой дизайн рамки,  
не отвлекающий от контента

Возможность горизонтальной и 
вертикальной установки дисплея

Место для установки плеера
Предусмотрено место для установки 
IPC/Плеера (220х220х58мм)



65” Профессиональный LCD  дисплей

1.    DisplayPort

2.    HDMI 1 

3.    HDMI 2

4.    DVI-D 

5.    VGA

6.    PC Audio вход

7.    IR Extender

8.    Line Out

9.    RS-232C

10.  RS485 In

11.  RS485 Out 

12.  Component

13.  Audio вход (Component)

14.  S-Video

15.  Video

16.  Audio вход (S-Video/Video)  

17.  AC Out

18.  AC вход

19.  Кнопка питания

ИНТЕРФЕЙСЫLCD ПАНЕЛЬ
Яркость 450 кд/м²

Контраст 5000:1

Угол обзора Г:178° / В:178°

Время отклика 8 мс (GTG)

Количество цветов 1073,7M 

Разрешение 1920 x 1080 (16:9)

Частота обновления 60 Гц

СОВМЕСТИМОСТЬ / ПОДКЛЮЧЕНИЕ СИГНАЛА

Горизонтальная / Вертикальная частота 23 ~ 92 КГц/ 49 ~ 86 Гц (Аналоговая)
15 ~ 94 КГц / 23 ~ 85 Гц (Цифровая)

Подключения DislayPort / HDMI 1.3c x 2 / VGA / DVI / Компонентный 
/ S-Video / AV

Входное разрешение 1920 x 1080  @ 60  Гц (Аналоговое/цифровое)

Audio Out Line Out / Speaker Out

Другие подключения D-Sub 9 Pin In, RJ45 вх/вых (RS232C вх, RS-485 вх/вых)

ГАБАРИТЫ
Размер 1550,6 x 925 x 135,8 мм 

Вес Нетто: 59,1 кг; Брутто: 69,1 кг

Крепление 400 х 400 мм / 400 х 600 мм VESA

Безвентиляторный дизайн Да

OSD ФУНКЦИИ
OSD управление RS-232C, Push Button, IR пульт ДУ

OSD язык Английский, Китайский

Мультимедиа PIP, PBP, Zoom

Автоопределение источника Есть

OSD блокировка Есть

ЭНЕРГОПОТРЕБЛЕНИЕ
Питание AC 100В ~ 240В (50/60 Гц)

Энергопотребление ≤ 475 Вт (Максимальная)

В режиме ожидания ≤ 1 Вт

ТЕМПЕРАТУРА
Рабочая температура 0 °C ~ 35 °C, 35% ~ 75% RH

Температура хранения -20 °C ~ 60 °C, 35% ~ 75% RH

ОПЦИИ
Speaker 4Ω / 10Wx2

Надежность Закаленное стекло

Другое Металлические стойки, IPC Covers

РАЗМЕРЫ

 Москва            (495) 956-85-81  
 Санкт-Петербург    (812) 448-16-37
 Екатеринбург  (343) 373-42-55
 Самара          (846) 266-54-08
 Казань (843) 292-05-80

 Уфа  (347) 278-77-07
 Новосибирск  (383) 363-28-38
 Ростов  (863) 203-59-00  
 Воронеж (473) 2-611-550
 Краснодар (861) 200-16-73

 * Optical specifications without glass.
** Weight and dimensions are approximate. Specifications and 
    design are subject to change without notice. This product may 
    be subject to export control regulations.

Industrial LCD Displays
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65" Full-HD Industrial LCD Monitor

Brightness
Contrast Ratio
Viewing Angle
Response Time
Supported Colors
Display Resolution
Display Frame Rate

500 cd/m²
5000:1
H:178° / V:178°
8 ms (GTG)
1.07G colors
1920 x 1080 (16:9)
60 Hz

LCD PANEL

SIGNAL COMPATIBILITY / CONNECTIVITY

MECHANICAL

ENVIRONMENTAL

OPTIONS

OSD Control
OSD Language

RS232C, Push Button, IR Remote Controller
English, Chinese

Connector HDMI 1.3c x 2 / VGA / Component / S-Video / Video

Dimensions 1567.6 x 942.6 x 155.7mm / 61.72” x 37.11” x 6.13”
Weight Net: 67kg / 147.71lbs;  Gross: 89kg / 196.21lbs

OSD FUNCTIONS

Multimedia
Source Auto Detect

PIP, PBP (side by side) , Zoom
Yes

Power Supply AC 100 V ~ 240 V (50/60 Hz)

ELECTRICAL

0 °C~35 °C, 85% RH
-20 °C~60 °C, 85% RH

Operating Temperature
Storage Temperature

Protective Surface 4mm Tempered Glass 

Unit : (mm)

Communication Port (Transport Protocol)

Normal Operation

Audio In
Audio Out S-PDIF out 

Input Resolution 1920 x 1080 @ 60 Hz (Analog)
1920 x 1080 @ 60 Hz (Digital)

OSD Key Lock Yes

DIMENSIONS

INTERFACE

Others
Touch Optical Touch

Fanless Design Yes
Wall / Arm Mount Type 400 mm x 400 mm, 600 mm x 400 mm VESA

Power Off

Metal Stands, IPC Bracket

Speaker 4Ω / 10Wx2

Mini jack-PC audio in, RCA audio in x 2

Horizontal / Vertical Frequency 23 ~ 92 KHz / 56 ~ 85 Hz (Analog)
23 ~ 92 KHz / 50 ~ 85 Hz (Digital)

D-Sub 9 Pin In, RJ45 In/Out (RS232C In, RS-485 In/Out)

≦ 521W
≦ 1W

1.     RS232C
2.     RS485 In
3.     RS485 Out
4.     HDMI 1
5.     HDMI 2
6.     VGA
7.     PC Audio In
8.     S-PDIF Out
9.     Component
10.   Audio In(Component)
11.   S-Video
12.   Video
13.   Audio In(S-Video / Video)
14.   Power Switch
15.   AC-In Connector
16.   AC-Out Connector(2A)
        (IEC-C13 Connector for EU) 

1 2 3 4 5 6 7 8

10 11 12 139

ON

OFF

VGA PC
Audio In

SPDIF 
Out

HDMI 1 HDMI 2

RS232C RS485 OutRS485 In

1514 16

AC-OutAC-In

IEC-C13 connector
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Industrial LCD Displays

 

 

 

 

DisplayPort HDMI 1 HDMI 2 DVI-D VGA
PC

Audio 
In

IR
Extender

Line
Out

Audio InAudio In

L LR R

COMPONENT

RS485 OutRS485 InRS232C

Video InS-Video

AC-INAC Out
 100~240V , 2A

OFF

ON

  INTERFACE

1.    DisplayPort
2.    HDMI 1
3.    HDMI 2
4.    DVI-D
5.    VGA
6.    PC Audio In
7.    IR Extender
8.    Line Out
9.    RS232C
10.  RS485 In
11.  RS485 Out
12.  Component
13.  Audio In(Component)
14.  S-Video
15.  Video
16.  Audio In(S-Video/Video)
17.  AC Out
18.  AC In
19.  Power Switch

1 2 3 4 5 6 7 8

9 1011 12 13 14 15 16

17 18 19

65” Full-HD Industrial LCD Monitor 
  LCD PANEL
       Brightness 450 cd/m2

       Contrast Ratio 4000:1
       Viewing Angle H:178° / V:178°
       Response Time 10 ms (GTG)
       Supported Colors 1073.7M colors
       Display Resolution 1920 x 1080 (16:9)
       Display Frame Rate 60 Hx

  SIGNAL COMPATIBILITY / CONNECTIVITY

       Horizontal / Vertical Frequency 23 ~ 92 KHz / 49 ~ 86 Hz (Analog) 
15 ~ 94 KHz / 23 ~ 85 Hz (Digital)

       Input Resolution 1920 x 1080 @ 60Hz (Analog)
1920 x 1080 @ 60Hz (Digital)

       Connector DisplayPort / HDMI 1.3c x 2 / VGA / DVI / 
Component / S-Video / AV

       Audio Out Line Out / Speaker Out
       Communication Port D-Sub 9 Pin In, RJ45 In/Out (RS232C In, RS-485 In/Out)

  MECHANICAL
       Dimensions 1550.6 x 925 x 135.8 mm / 61.05 x 36.42 x 5.35 inch
       Weight Net: 59.1 kg / 130.3 lbs; Gross: 69.1 kg / 152.3 lbs
       Wall / Arm Mount Type 400 x 400 mm / 400 x 600 mm VESA
       Fanless Design Yes

  OSD FUNCTIONS
       OSD Control Function RS232C, Push Button, IR Remote Controller
       OSD Language Function English, Chinese
       Multimedia Function PIP, PBP (side by side) , Zoom
       Source Auto Detect Function Yes
       OSD Key Lock Function Yes

  ELECTRICAL
       Power Supply AC 100V ~ 240V (50/60 Hz)
       Normal Operation ≤ 475W
       Power Off ≤ 1W

  ENVIRONMENTAL
       Operating Temperature 0° ~ 35°, 35% ~ 75% RH
       Storage Temperature -20° ~ 60°, 35% ~ 75% RH

  OPTIONS
       Touch Optical Touch
       Others Table Stand, IPC covers

  DIMENSIONS
       

 * Optical specifications without glass.
** Weight and dimensions are approximate. Specifications and 
    design are subject to change without notice. This product may 
    be subject to export control regulations.
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